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LAMCO HPL are not classified as hazardous substances. This information describes the composition of
LAMCO HPL and gives advice for their handling, processing, use and disposal.

0. Manufacturer

LAMICOLOR SpA

Via Roma, 23

| — 12030 Caramagna P.te (CN)
Tel. 0172 - 829011

Fax 0172 - 89260
http://www.lamicolor.it/

1. Product

This product data sheet applies to the whole
LAMICOLOR range of LAMCO HPL® in its
various grades.

2. Description / Composition

The materials referred to are high pressure
decorative laminates (HPL) according to the
European norm EN438 and to ISO 4586.

LAMCQ HPL are sheets consisting of layers of
cellulose fibrous material (normally paper)
impregnated with thermosetting resins and
bonded together by the high pressure process.
The process, defined as the simultaneous
application of heat (= 120° C) and high
specific pressure (= 7 MPa) provides flowing
and subsequent curing of the thermosetting
resins to obtain a homogenous non-porous
material (> 1,35 g/cm?), and with the required
surface finish.

Basically more than 60 % of LAMCO HPL
consists of paper and the remaining 30 to 40 %
consists of cured phenol-formaldehyde resin
for the «core layers and melamine-
formaldehyde resin for the surface layer.

Both resins belonging fo the group of
thermosetting resins are irreversibly
interreacted through cross linked chemical
bonds formed during the curing process
producing a non-reactive, stable material with
characteristics which are totally different from
those of its component parts.

LAMCO HPL are supplied in sheet form in a
variety of sizes and surface finishes. Thickness

varies from 0,6 to 30 mm.

Where improved fire retardance is required,
the laminate core may be treated with an
additive which does not contain halogens.

. Storage and Transportation

Storage and transportation should be carried
out in accordance with the General Processing
Recommendations for LAMCO HPL; no special
precautions need to be taken.

For transportation, LAMCO HPL is classified
as a non hazardous product; no labelling is
required.

. Handling and machining of LAMCO HPL

The usual safety requirements of fabrication
and machining should be observed with regard
to dust extraction, dust collection, fire
precautions.

Because of the possibility of sharp edges
protective gloves should always be worn when
handling laminates. The _contact with dust from
LAMCO HPL does not present any special
problems, however a small percentage of
personnel may be sensitive or even allergic to
machining dust in general.

5. Environmental and health aspects in use

Decorative laminates are cured and therefore
chemically inert. Gas release from surfaces
and edges is so low that they are not
detectable by instrumental analysis.

Due to their very low permeability LAMCO HPL
bonded to wood based substrates act as a
barrier against possible  farmaldehyde
emissions coming from the substrates. LAMCO
HPL formaldehyde emission level is far below
the limit for wood based materials.

There is no migration affecting foodstuffs and,
consequently, LAMCO HPL are approved for
contact with foodstuffs.

The decoralive surfaces are resistant to all
common household solvents and chemicals
and have therefore been used for many years




